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QUANTECH 11

TABLE 10 - TEMPERATURE CONTROL RENEWAL PARTS

TEMPERATURE CONTROL PARTS
PART DESCRIPTION PART NUMBER

Controller, Temperature +30°F to 130°F with Adjustable Differential JCI-A350AA-1C
Controller, Temperature +90°F to 250°F with Adjustable Differential JCI-A350AA-2C

Stage, Subordinate JCI-S350AA-1C 025-36549-002
Transformer, Power Module 10 VA, 120/240 VAC DIN MTG JCI-350R-1C

Probe, Temperature 0�1695 in� Diameter x 9�75 ft Lead JCI-A99BB-300C
Clip Surface Mount (QDC Condensers) JCI-A99-CLP-1

Thermowell Brass 1/2 in� NPT x 0�299 in� ID (QDCF Fluid Coolers) JCI-WELL 11A-601R

TABLE 11 - FAN MOUNTING KIT RENEWAL PARTS

FAN MOUNTING PARTS
PART DESCRIPTION PART NUMBER

Spacer, Fan Motor Bushing 075-40484-000
Spacer, Fan Motor End - Washer 075-29007-000

Screw, Cap, Hex Head M8 x 1-1/4 021-18494-000
Assembly Instructions Document 035-25509-000

NOTES: These parts are included in the Fan Mounting Kit (see Table 5 on page 8, Note 9), used with 7/8-in� diameter bore fans� Kit parts 
can be ordered individually to replace lost or damaged parts�




